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D Y N A M I C  S Y S T E M

DYNAMIC 3TIBASE®DYNAMIC 3TIBASE® DYNAMIC TIBASE®DYNAMIC TIBASE® DYNAMIC PRE-MILL3D®

DYNAMIC
µSCANBODY

EXTRAORAL SCANBODY ADAPTOR

DIGITAL ANALOG
  

SCANALOG

DIRECT TO IMPLANT

Dynamic
Screrw

Dynamic
Screw

Dynamic
Screrw

Dynamic
Screrw

Dynamic
Screrw

Dynamic
Screrw

High 
Dynamic
Screw

High 
Dynamic
Screw

Straight 
Screw

Straight 
Screw

Straight 
Screw

Straight 
Screw

Straight 
Screw

Straight 
Screw

DMTONE®

Lab Scan 
Tibase® System

Full 
System

Intraoral ScannerLab ScannerLab Scanner
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Screwdriver with hexalobular head, 
exclusively to the 
3.0 Dynamic Abutment® system. 

Lengths: 18, 24, 32mm.

10 

The Screwdriver set of 3.0 Dynamic Abutment® System 
is used in those cases in which rectification of the entry of 
the screw due to an unfavorable position of the implants is 
necessary, improving the functionality and aesthetics of the 
milled prosthesis.

D Y N A M I C  S Y S T E M  f o r 
M I L L I N G  S T R U C T U R E S Dynamic Screwdriver

Dynamic screws cover the majority of the thread 
metrics available on the market. They are used 
with the Dynamic TiBase® or milled structures 
with an angled screw channel. There are several 
lengths for each metric to ease adaptation to the 
structures. 
All of them are made of Titanium grade V.

All screws are perfectly identified with their batch 
and reference numbers, which allow each and 
every screw to be traced and recorded in the 
patient’s card and in the clinical or laboratory 
records. Only the 3.0 dynamic screwdriver must 
be used to install them.

Dynamic 
Screw

High 
Dynamic Screw

Our screwdriver has a contra-angle 
connection to make it easier to 
use with a dynamometer or manual 
ratchet, with the corresponding 
adaptors or handles.

More than 500.000 
cases resolved with
DYNAMIC SYSTEM

EP 3 260 079

PATENT NUMBER
Dynamic Screwdriver

US 2020/15942

PATENT NUMBER
Dynamic Screw
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L A B  S C A N B O D Y
Only for Dynamic TiBase® 
and Lab Scanner

S c A n a l o g
Scan directly on the impresion tray

Scanning
Special 

scanbodies

30.412.001.01-2
for narrow platform

30.413.004.01-2
for compatibility 0037

30.413.002.01-2
for regular platform

30.414.003.01-2
for wide platform

30.415.007.01-2
for super wide platform

30.410.006.01-2
for super narrow
platform

Perfect fit
The angulation of 

the chimney it goes 
always on the opposite 
side of the scanbody 

lateral cut.

Z Position

XY Orientation

chimney 
   angulation

lateral cut

Scanning process of the 
silicon model with the 

ScAnalogs placed.

30.414.008.01-2
for compatibilites 
0096 and 0137

   30.413.005.01-2
for compatibilites 0020, 0025, 
0069, 0101,  0150, 0163, 
0168 and 0173
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Our grade V titanium bases are gold 
anodized to improve the work’s aesthetic.

Exterior retentions 
that ensure a good 

cement grip 

Precision machined 
up to +/- 5 microns

Double height with a side cut 
that allows the entrance of the 
angled screw and screwdriver.

Dynamic TiBases® are a technological contribution to the digital treatment for the angled 
systems development using CAD-CAM: the Dynamic System includes the Dynamic TiBase®, 
the dynamic screw-screwdriver set, scanbodies and digital libraries available for the main 
CAD softwares on the market: Exocad, 3Shape, Dentalwings and Dental Cad.

D Y N A M I C  T I B A S E ® *

Precision machined 
up to +/- 5 microns

The Dynamic 3TiBase® offers the possibility to work with different cement heights: 5, 7 or 9mm. It is specially designed 
for the cases that require higher height. In this way, a greater support surface is achieved, the structure is stronger 
and more resistant so structure breaks by height decompensation between the TiBase and the structure are avoided.

To achieve the maximum 
strength of the structure 

it is important to have the 
maximum support surface 

possible. Scan with the Dynamic 
µScanbody and cement the 

final piece onto the 3TiBase.

If you do not have the 
Dynamic µScanbody, it 
is necessary to use the 

4mm TiBase and the Lab 
scanbody to make the 

scanning. The final piece is 
cemented onto the 3TiBase. 

D Y N A M I C  3 T I B A S E ®

TO CORRECT
ANGULATION

up to

45º 45º

US 10.130.447

PATENT NUMBER
Dynamic TiBase®

*Maximum angulation available 
for the first TiBase gingival height. 	
Maximum angulations for the rest of 
gingival heights under development

Dynamic
screw

Straight
screw
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Keep the angulation
Best aesthetic angled channel  Ø 2mm
Angled channel reduction of 32%
Increases the volume of the structure
Captive Screw 
(Put the screw on the TiBase® before cementing)

Gingival optionsD Y N A M I C  T I B A S E ®

Dynamic 
Screw

Dynamic 
Screw

GH= 0,6mm
Dynamic Screw

GH= 1,5mm
Dynamic Screw

GH= 3mm
High Dynamic Screw

GH= 4mm
High Dynamic Screw

GH= 5mm
High Dynamic Screw

GH= 0,6mm
Dynamic Screw

GH= 1,5mm
Dynamic Screw

GH= 3mm
Dynamic Screw

GH= 4mm
Dynamic Screw

GH= 5mm
Dynamic Screw

STANDARD
SYSTEM*

CAPTIVE
SYSTEM*

High 
Dynamic 
Screw

*Example with TiBase® compatible with 
Zimmer Screw-Vent Ø3,5  (Code 0040)

45º 25º 20º 15º 10º

30º 25º 30º 30º 23º
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3 D  P R I N T E D
M O D E L

Digital analog of the dental implant to 
simulate implant position in a 3D printed 
dental model.

The dental model - for later insertion of the analogs - 
is designed using the CAD libraries.

D I G I T A L  A N A L O G

Model Creator
Model BuilderModel Builder

Concave notch
Top precision in longitudinal position

Curved 
Surface

Accuracy  of 
orientation 

guaranteed

Screwed
fastening
Prevents the analog 
from moving in Z

Longitudinal 
cut

Longitudinal cut to 
avoid rotation X-Y
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D Y N A M I C  S Y S T E M

ADIN

ANKYLOS 

ASTRA

BIOHORIZONS

BIOMET 3I

CAMLOG

DENTIUM

HIOSSEN

IMPLANT DIRECT 

KEYSTONE

MEGAGEN

MIS

NEODENT

NOBEL BIOCARE

SOUTHERN IMPLANTS

STRAUMANN 

XIVE

ZIMMER

L i s t  o f  c o m p a t i b i l i t i e s  a v a i l a b l e
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ADIN
Swell

Touareg-S / Touareg-OS

Touareg CloseFit

Multi Unit TMA

Implant:  Ø 3,3
Platform: 3,45 (Code 0040)

Implant:  Ø 3,5
Platform: 3,45 (Code 0040)

Implant:  Ø 3,5
Platform: RP  (Code 0021)

Implant:  Ø 2,75
Platform: UNP  (Code 0188)

Platform: Universal (Code 0025)

Implant:  Ø 4,3/5
Platform: WP  (Code 0022)

Implant:  Ø 3
Platform: NP (Code 0145)

Implant:  Ø 3,75/4,2
Platform: 3,6 (Code 0040)

Implant:  Ø 5
Platform: 4 (Code 0040)

Implant:  Ø 6
Platform: 5 (Code 0040)

Implant:  Ø 3,75/4,2
Platform: 3,6 (Code 0040)

Implant:  Ø 5
Platform: 4 (Code 0040)

Implant:  Ø 6
Platform: 4,6 (Code 0040)

p.74

p. 74

p. 59

p. 113

p. 63

p. 60

p.107

p. 74

p. 74

p. 74

p. 74

p. 74

p. 74

ANKYLOS

ASTRA

Ankylos

Yellow

Aqua

Lilac

Cono 20º

Evolution (Internal)

Implant:  Ø 3,5
Platform: 3,5 (Code 0075)

Implant:  Ø 3
Platform: Yellow (Code 0109)

Implant:  Ø 3,5/4
Platform: Aqua (Code 0004)

Implant:  Ø 4,5/5
Platform: Lilac (Code 0005)

Platform: Regular/Wide (Code 0066)

Implant:  Ø 3
Platform: 3.0 (Code 0090)

Implant:  Ø 3,6
Platform: 3.6 (Code 0006)

Implant:  Ø 4,2
Platform: 4.2 (Code 0007)

Implant:  Ø 4,8
Platform: 4.8 (Code 0091)

Implant:  Ø 5,4
Platform: 5.4 (Code 0092)

Implant:  Ø 4,5
Platform: 4,5 (Code 0075)

Implant:  Ø 5,5
Platform: 5,5 (Code 0075)

Implant:  Ø 7
Platform: 7 (Code 0075)

p. 86

p. 45

p. 46

p. 47

p. 48

p. 84

p. 94

p. 95

p. 93

p. 99

p. 86

p. 86

p. 86

Uni Abutment

Balance Base Narrow Multi Unit

Platform: Universal (Code 0008)

Platform: Universal (Code 0183)

p. 49

p. 111

BIOHORIZONS
Tapered Internal

Internal

External

Multi Unit

Implant:  Ø 3/3,4
Platform: 3 (Grey) (Code 0102)

Implant:  Ø 3,5/4
Platform: 3,5 (Yellow) (Code 0040)

Implant:  Ø 3,5
Platform: 3,7 (Yellow) (Code 0023)

Platform: Universal (Code 0025)

Implant:  Ø 4/5
Platform: 4,5 (Green) (Code 0041)

Implant:  Ø 5/6
Platform: 5,7 (Blue) (Code 0080)

Implant:  Ø 3,8
Platform: 3,5 (Yellow) (Code 0040)

Implant:  Ø 4,6
Platform: 4,5 (Green) (Code 0041)

Implant:  Ø 5,8
Platform: 5,7 (Blue) (Code 0080)

p. 63

p. 74

p. 74

p. 61

p.76

p. 76

p. 98

p. 87

p. 87

BIOMET 3i
Osseotite

Implant:  Ø 3,25
Platform: 3,4 (Code 0003)

Implant:  Ø 3,75/4
Platform: 4,1 (Code 0024)

Implant:  Ø 5
Platform: 5 (Code 0058)

p. 44

p. 62

p. 82

Certain
Implant:  Ø 3,25/4
Platform: 3,4 (Code 0001) p. 42

Implant:  Ø 4/5
Platform: 4,1 (Code 0002) p. 43

Tapered Tissue Level
Implant:  Ø 3/3,8
Platform: 3,5 (Yellow) (Code 0040)

Implant:  Ø 4,6
Platform: 4,5 (Green) (Code 0041)

Implant:  Ø 5,8
Platform: 5,7 (Blue) (Code 0080)

p. 76

p.87

p. 74

Low Profile
Platform: Universal (Code 0025)

p. 81

p. 63

Implant:  Ø 5
Platform: 5 (Code 0057)

Implant:  Ø 4,3
Platform: 4,3 (Code 0121)

CAMLOG
Camlog Screw-Line

Conelog Screw-Line

Implant:  Ø 3,3
Platform: 3,3 (Code 0087)

Implant:  Ø 3,8
Platform: 3,8 (Code 0011)

Implant:  Ø 4,3
Platform: 4,3 (Code 0012)

Implant:  Ø 5
Platform: 5  (Code 0088)

Implant:  Ø 3,8
Platform: 3,8 (Code 0120)

p.91 

p. 50

p. 51

p. 92

p. 100

p. 101

DENTIUM

SuperLine and Implantium

SimpleLine II

Implant:  Ø 3,4
Platform: 3,6 (Code 0030)

Implant:  Ø 3,8
Platform: 4 (Code 0030)

Implant:  Ø 4,3
Platform: 4,5 (Code 0030)

Implant:  Ø 4,8
Platform: 5 (Code 0030)

Implant:  Ø 4,8
Platform: 6 (Code 0030)

Implant:  Ø 3,8/4,3
Platform: 4,8 (Code 0074)

Implant:  Ø 3,8/4,3
Platform: 4,8 (Code 0037)

Implant:  Ø 4,3/4,8
Platform: 6,5 (Code 0096)

p. 71

p. 68

p. 68

p. 68

p. 68

p. 68

p. 85

p. 96

NR Line

Multi Unit NR Line

Multi Unit Superline Platform 

Implant:  Ø 3,1
Platform: 3,2 (Code 0190)

Platform: 5 (Code 0192)

Platform: 4,5 (Code 0030)

Implant:  Ø 3,1
Platform: 3,6 (Code 0190)

Implant:  Ø 3,6
Platform: 3,6 (Code 0191)

Implant:  Ø 4,3
Platform: 4,3 (Code 0191)

Implant:  Ø 5
Platform: 5 (Code 0191)

Implant:  Ø 6
Platform: 6 (Code 0191)

p. 114

p. 114

p. 115

p.115

p. 115

p. 115

p. 116

p. 68

IMPLANT DIRECT
RePlus / Replant / Reactive

Implant:  Ø 3,5/3,7/4,2
Platform: 3,5 (Code 0026)

Implant:  Ø 4,3/4,7
Platform: 4,3 (Code 0027)

Implant:  Ø 5/5,7
Platform: 5 (Code 0028)

p. 64

p. 65

p. 66

HIOSSEN
ETTI SA/ETIII SA

ETTI BA

Implant:  Ø 3,5
Platform: Mini (Code 0029)

Implant:  Ø 3,5
Platform: Mini (Code 0029)

Implant:  Ø 4/4,5/5
Platform: Regular (Code 0030)

Implant:  Ø 4/4,5/5
Platform: Regular (Code 0030)

p. 67

p. 67

p. 68

p. 68

Legacy

Implant:  Ø 4,7/5,2
Platform: 4,5 (Code 0041)

Implant:  Ø 3,7/4,2
Platform: 3,5 (Code 0040)

p. 76

p. 74

Swishplant / Swishplus

SwishActive

Implant:  Ø 4,1/4,8
Platform: 4,8 (Code 0037)

Implant:  Ø 4,8/5,7
Platform: 6,5 (Code 0096)

Implant:  Ø 4,1/4,8
Platform: 3,4 (Code 0022)

Implant:  Ø 4,1/4,8
Platform: 4,8 (Code 0074)

Implant:  Ø 3,3
Platform: 3 (Code 0021)

p. 71

p. 96

p. 60

p. 85

p. 59

Interactive

Implant:  Ø 4,3/5
Platform: 3,4 (Code 0022)

Implant:  Ø 3,2/3,7
Platform: 3 (Code 0021)

p. 60

p. 59
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KEYSTONE
Internal TiLobe PrimaConnex

Implant:  Ø 3,3/3,5
Platform: 3,5 (Code 0044) p. 78

Implant:  Ø 4/4,1
Platform: 4,1 (Code 0045)

Implant:  Ø 5
Platform: 5 (Code 0046)

p. 79

p. 80

Restore
Implant:  Ø 3,75/4
Platform: RD 4,1 (Code 0024) p. 62

Cone Abutment
Implant:  Ø Universal
Platform: 3,8 (Code 0128)

Implant:  Ø Universal
Platform: 4,8 (Code 0074)

p. 103

p. 85

Multi Unit N Type

Mini Narrow Ridge

Platform: Universal (Code 0025)

Implant:  Ø 3/3,4
Platform: Mini (Code 0014)

p. 63

p. 52

MIS

Multi Unit

Smart HE

Seven

Lance

Platform: General (Code 0020)

Platform:  Universal (Code 0025)

Implant:  Ø 3,3
Platform: Narrow  (Code 0019)

Implant:  Ø 5/6
Platform: Wide  (Code 0041)

Implant:  Ø 3,75/4,2
Platform: Standard  (Code 0024)

Implant:  Ø 5
Platform: Wide  (Code 0058)

Implant:  Ø 3,75/4,2
Platform: Standard  (Code 0040)

p. 58

p. 63

p. 57

p. 76

p. 62

p. 82

p. 74

M4

C1

V3

Implant:  Ø 3,3
Platform: Narrow  (Code 0019)

Implant:  Ø 3,3
Platform: Narrow  (Code 0016)

Implant:  Ø 3,9/4,3/5
Platform: Standard (Code 0017)

Implant:  Ø 3,75/4,2
Platform: Standard (Code 0017)

Implant:  Ø 5
Platform: Wide (Code 0018)

Implant:  Ø 3,75/4,2
Platform: Standard  (Code 0040)

Implant:  Ø 5/6
Platform: Wide  (Code 0041)

p. 57

p. 54

p. 55

p. 55

p. 56

p. 74

p. 76

NEODENT

Mini Pilar CM

Helix GM/Drive GM/Titamax GM

Platform: Universal (Code 0025)

Implant:  Ø 3,5/3,75/4/4,3/5/6
Platform: Regular (Code 0186)

p. 63

p. 112

NOBEL BIOCARE
Branemark

Implant:  Ø 3,3
Platform: Narrow (Code 0023)

Implant:  Ø 3,75/4
Platform: Regular (Code 0024)

Implant:  Ø 5/6
Platform: Wide (Code 0061)

p. 61

p.62

p. 83

Multi Unit
Platform: Regular (Code 0025) p. 63

Replace
Implant:  Ø 3,5
Platform: Narrow (Code 0026)

Implant:  Ø 4,3
Platform: Regular (Code 0027)

Implant:  Ø 5
Platform: Wide (Code 0028)

Implant:  Ø 6
Platform: Platform: 6 (Code 0129)

p. 64

p. 65

p. 66

p. 104

Active
Implant:  Ø 3
Platform: Mini 3.0 (Code 0159)

Implant:  Ø 3,5
Platform: Narrow (Code 0021)

Implant:  Ø 4,3/5
Platform: Regular (Code 0022)

Implant:  Ø 5,5
Platform: Wide (Code 0124)

p. 108

p. 59

p. 60

p. 102

MEGAGEN
AnyRidge

Implant:  Ø 3,5
Platform: Small  (Code 0015)

Implant:  Ø 4/4,5
Platform: Regular (Code 0015)

Implant:  Ø 5/5,5
Platform: Wide (Code 0015)

p. 53

p. 53

p. 53

AnyOne Internal

AnyOne External

Implant:  Ø 3,5/4/4,5/5/6/7
Platform: General (Code 0030)

Implant:  Ø 3,5
Platform: Small 3,5 (Code 0023)

Implant:  Ø 4
Platform: Regular 4,1 (Code 0024)

Implant:  Ø 4,5
Platform: Regular 4,5 (Code 0024)

Implant:  Ø 5
Platform: Wide 5 (Code 0058)

Implant:  Ø 6
Platform: SuperWide 5,5 (Code 0058)

p. 68

p. 61

p. 62

p. 62

p. 82

p. 82

Nobel Parallel

Implant:  Ø ,4,3/5
Platform: Regular  (Code 0022)

Implant:  Ø 5
Platform: Wide (Code 0124)

p. 60

p. 102

Implant:  Ø 3,75
Platform: Narrow (Code 0021) p. 59

SOUTHERN IMPLANTS
Tri-Nex

Implant:  Ø 3,5
Platform: 3,5 (Code 0026) p. 64

IT Connection
Implant:  Ø 3,3/4/4,1/4,9/5
Platform: 4,8 (Code 0037)

Implant:  Ø 4,3
Platform: 4,3 (Code 0027)

Implant:  Ø 5
Platform: 5 (Code 0028)

Implant:  Ø 6
Platform: 6 (Code 0129)

Implant:  Ø 4,9/5/6
Platform: 6,5 (Code 0096)

p. 71

p. 65

p.66

p. 104

p. 96

External Hex
Implant:  Ø 3,25
Platform: 3,4 (Code 0003)

Implant:  Ø 4,7/5
Platform: 5 (Code 0058)

Implant:  Ø 3,75/4
Platform: 4,1 (Code 0024)

Implant:  Ø 5,7/6
Platform: 6 (Code 0058)

p. 44

p. 82

p. 62

p. 82

Deep Conical
Implant:  Ø 3
Platform: 2,45 (Code 0109) p. 99

Nobel Speedy

Implant:  Ø ,4/5
Platform: Regular  (Code 0024)

Implant:  Ø 5/6
Platform: Wide (Code 0061)

p. 62

p. 83

Implant:  Ø 3,5
Platform: Narrow (Code 0023) p. 61

Internal Hex

Compact Conical

Implant:  Ø 3,75/4,2/5
Platform: Universal (Code 0040)

Platform: 4,8 (Code 0025)

Implant:  Ø 3,5/4
Platform: 2,95/3,1 (Code 0004)

Implant:  Ø 5
Platform: 4,1 (Code 0005)

p. 74

p. 63

p. 45

p. 46

STRAUMANN
Tissue Level

Implant:  Ø 3,3/4,1/4,8
Platform: Regular 4,8 (Code 0037)

Implant:  Ø 4,8
Platform: Wide 6,5 (Code 0096)

p. 71

p. 96

Synocta
Implant:  Ø 4,8
Platform: Regular 4,8 (Code 0074)

Implant:  Ø 6,5
Platform: Wide 6,5 (Code 0137)

p. 85

p. 106

Bone Level

Tissue Level NNC

Implant:  Ø 3,3
Platform: NC- 3,3 (Code 0033)

Implant:  Ø 3,3
Platform: 3,5 (Code 0160)

Implant:  Ø 4,1
Platform: RC-4,1 (Code 0035)

Implant:  Ø 4,8
Platform: RC-4,8 (Code 0035)

p. 69

p. 109

p. 70

p. 70

Bone Level Tapered SC
Implant:  Ø 2,9
Platform: SC- 2,9 (Code 0135) p. 105

Screw-Retained
Implant:  Ø Universal
Platform: NC/RC (Code 0101) p. 97

BLX
Implant:  Ø 3,5/3,75/4/4,5
Platform: RB (Regular Base) (Code 0207)

Implant:  Ø 5/5,5/6,5
Platform: WB (Wide Base) (Code 0208)

p. 118

p. 119

XIVE
Xive

Implant:  Ø 3,8
Platform: 3,8 (Code 0039)

Implant:  Ø 4,5
Platform: 4,5 (Code 0085)

Implant:  Ø 5,5
Platform: 5,5 (Code 0086)

Implant:  Ø 3,4
Platform: 3,4 (Code 0038)

Implant:  Ø 3
Platform: 3 (Code 0084)

p. 73

p. 89

p. 90

p. 72

p. 88

Eztetic
Implant:  Ø 3,1
Platform: 2,9 (Code 0178) p. 110

ZIMMER

Screw-Vent
Implant:  Ø 3,7/4,1
Platform: 3,5 (Code 0040)

Implant:  Ø 4,7
Platform: 4,5 (Code 0041)

Implant:  Ø 6
Platform: 5,7 (Code 0080)

p. 74

p. 76

p. 87

Swiss-Plus

Tapered Abutment Multi Unit

Implant:  Ø 3,7/4,1/4,8
Platform: 4,8 (Code 0074)

Implant:  Ø Universal
Platform: Universal (Code 0205)

Implant:  Ø 3,7/4,1/4,8
Platform: 4,8 (Code 0037)

p. 85

p. 117

p. 71



COMPATIBLE w i th   0001

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.103.01-2 10 50.312.001.01-2

50.312.001.04-2
(IG=3mm)

43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.001.01-2 32.212.001.02-2 25º

33.390.754.01-2 3

25º 23.412.001.01-233.490.754.01-2 4

52.412.103.01-2 12 33.690.754.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm 1,2 mm 2  mm 3 mm  mm

R 31.322.001.01-2
43º 25º

31.322.001.02-2
25º -

31.322.001.03-2
25º -

31.322.001.04-2
20º -

-
- -

NR 31.312.001.01-2 31.312.001.02-2 31.312.001.03-2 31.312.001.04-2 -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,3 mm CH=5mm CH= 7mm CH= 9mm

R 31.322.001.21-2
25º 20º 10º

NR 31.312.001.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.316.084.01-2 -

43.618.201.01-2 18

40.316.003.01-2 43.601.103.02-2 22.612.001.01-2 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0001 LAB SCANBODY DAS_C_E_0001

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0001
DAS_IG_10_0001 DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0001
DAS_C_IG_10_0001

DAS_I_12_0001
DAS_IG_10_0001

DAS_C_I_12_0001
DAS_C_IG_12_0001

 SCANALOG DAS_SA_0001 SCANALOG DAS_C_SA_0001

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor 3mm

COMPATIBLE w i th   0002

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.101.01-2 8

50.313.002.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.002.01-2 32.213.002.02-2 30º

33.390.805.01-2 3

30º 23.413.002.01-252.410.101.01-2 10 33.490.805.01-2 4

52.412.101.01-2 12 33.690.805.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm 1,2 mm  mm  mm  mm

R 31.323.002.01-2
45º 20º

31.323.002.02-2
25º -

-
- -

-
- -

-
- -

NR 31.313.002.01-2 31.313.002.02-2 - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,3 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.002.21-2
25º 20º 10º

NR 31.313.002.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.316.084.01-2 -

43.618.201.01-2 18

40.316.003.01-2 43.601.103.02-2 22.613.002.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0002 LAB SCANBODY DAS_C_E_0002

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0002
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0002

DAS_I_10_0002 DAS_C_I_10_0002

DAS_I_12_0002 DAS_C_I_12_0002

 SCANALOG DAS_SA_0002 SCANALOG DAS_C_SA_0002

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

42 43 



COMPATIBLE w i th   0003

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.104.01-2 10

50.312.003.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.003.01-2 - -

33.390.716.01-2 3

25º33.490.716.01-2 4

52.412.104.01-2 12 33.690.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm 0,5 mm  mm  mm  mm

R 31.322.003.01-2
45º 30º

31.322.003.02-2
25º -

-
- -

-
- -

-
- -

NR 31.312.003.01-2 31.312.003.01-2 - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1 mm CH=5mm CH= 7mm CH= 9mm

R 31.322.003.23-2
30º 25º 15º

NR 31.312.003.23-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.320.065.01-2 -

43.618.201.01-2 18

40.320.003.02-2 43.601.103.02-2 22.612.003.01-2 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0003 LAB SCANBODY DAS_C_E_0003

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0003 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0003

DAS_I_12_0003 DAS_C_I_12_0003

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

LIBRARY CODES

COMPATIBLE w i th   0004

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.103.01-2 10 50.313.004.01-2

50.313.004.03-2
(IG=3mm)

43.620.411.01-2  
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.004.01-2 (1)
34.613.004.02-2 (2) 32.213.004.02-2 25º

33.390.754.01-2 3

25º 23.413.004.01-233.490.754.01-2 4

52.412.103.01-2 12 33.690.754.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm 2 mm  3 mm  4 mm  mm

R 31.323.004.01-2
45º 29º

31.323.004.02-2
30º 20º

31.323.004.03-2
25 -

31.323.004.04-2
20 -

-
- -

NR 31.313.004.01-2 31.313.004.02-2 31.313.004.03-2 31.313.004.04-2 -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.004.21-2
25º 20º 10º

NR 31.313.004.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.316.076.01-2 -

43.618.201.01-2 18

40.316.005.02-2 43.601.105.01-2 22.613.004.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0004 LAB SCANBODY DAS_C_E_0004

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0004
DAS_IG_10_0004 DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0004
DAS_C_IG_10_0004

DAS_I_12_0004
DAS_IG_12_0004

DAS_C_I_12_0004
DAS_C_IG_12_0004

 SCANALOG DAS_SA_0004 SCANALOG DAS_C_SA_0004

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor 3mm

LIBRARY CODES

(1) (2)
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COMPATIBLE w i th   0005

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.102.01-2 10 50.314.005.01-2

50.314.005.03-2
(IG=3mm)

43.620.411.01-2  
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.005.01-2 - -

33.390.958.01-2 3

30º33.490.958.01-2 4

52.412.102.01-2 12 33.690.958.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm 2 mm  3 mm 4  mm  mm

R 31.324.005.01-2
38º 23º

31.324.005.02-2
25º 15º

31.324.005.03-2
20 -

31.324.005.04-2
15 -

-
- -

NR 31.314.005.01-2 31.314.005.02-2 31.314.005.03-2 31.314.005.04-2 -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1 mm CH=5mm CH= 7mm CH= 9mm

R 31.324.005.21-2
25º 20º 10º

NR 31.314.005.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.320.090.01-2 -

43.618.201.01-2 18

40.320.005.03-2 43.601.105.01-2 22.614.005.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0005 LAB SCANBODY DAS_C_E_0005

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0005
DAS_IG_10_0005 DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0005
DAS_C_IG_10_0005

DAS_I_12_0005
DAS_IG_12_0005

DAS_C_I_12_0005
DAS_C_IG_12_0005

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

COMPATIBLE w i th   0006

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.105.01-2 10

50.312.006.01-2
  43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.006.01-2 32.212.006.02-2 25º

33.330.734.01-2 3

25º 23.412.006.01-233.430.734.01-2 4

52.412.105.01-2 12 33.630.734.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,2 mm 2 mm  3 mm 4  mm  mm

R 31.322.006.01-2
40º 20º

31.322.006.02-2
25 -

31.322.006.03-2
20 -

31.322.006.04-2
15 -

-
- -

NR 31.312.006.01-2 31.312.006.02-2 31.312.006.03-2 31.312.006.04-2 -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.316.072.01-2 -

43.618.201.01-2 18

40.316.005.01-2 43.601.105.01-2 22.612.006.01-2 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0006 LAB SCANBODY DAS_C_E_0006

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0006 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0006

DAS_I_12_0006 DAS_C_I_12_0006

 SCANALOG DAS_SA_0006 SCANALOG DAS_C_SA_0006

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

46 47 



COMPATIBLE w i th   0007

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.101.01-2 8

50.313.007.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.007.01-2 32.213.007.02-2 25º

33.350.775.01-2 3

25º52.410.101.01-2 10 33.450.775.01-2 4

52.412.101.01-2 12 33.650.775.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,5 mm 2 mm  mm  mm  mm

R 31.323.007.01-2
38º 17º

31.323.007.02-2
25º -

-
- -

-
- -

-
- -

NR 31.313.007.01-2 31.313.007.02-2 - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1,5 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.007.21-2
25º 20º 10º

NR 31.313.007.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.318.074.01-2 -

43.618.201.01-2 18

40.318.005.02-2 43.601.105.01-2 22.613.007.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0007 LAB SCANBODY DAS_C_E_0007

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0007
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0007

DAS_I_10_0007 DAS_C_I_10_0007

DAS_I_12_0007 DAS_C_I_12_0007

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0008

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.113.01-2 8 50.313.008.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.008.01-2 - -

33.370.716.01-2 3

30º 23.413.008.01-233.470.716.01-2 4

33.670.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,5 mm  mm  mm  mm  mm

R 31.323.008.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,5 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.008.21-2
25º 20º 10º

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.318.045.01-2 -

43.618.201.01-2 18

40.318.005.01-2 43.601.105.01-2 - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0008 LAB SCANBODY DAS_C_E_0008

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0008
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0008

 SCANALOG DAS_SA_0008 SCANALOG DAS_C_SA_0008

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

48 49 



COMPATIBLE w i th   0011

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.108.01-2 10

50.312.011.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.011.01-2 - -

33.345.804.01-2 3

20º33.445.804.01-2 4

52.412.108.01-2 12 33.645.804.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm  mm  mm  mm  mm

R 31.322.011.01-2
25º 29º

-
- -

-
- -

-
- -

-
- -

NR 31.312.011.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.316.094.01-2 -

43.618.201.01-2 18

40.316.005.04-2 43.601.105.01-2 - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0011 LAB SCANBODY DAS_C_E_0011

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0011 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0011

DAS_I_12_0011 DAS_C_I_12_0011

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0012

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.109.01-2 10

50.313.012.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.012.01-2 - -

33.345.804.01-2 3

20º33.445.804.01-2 4

52.412.109.01-2 12 33.645.804.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm  mm  mm  mm  mm

R 31.323.012.01-2
25º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.313.012.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.316.094.01-2 -

43.618.201.01-2 18

40.316.005.04-2 43.601.105.01-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0012 LAB SCANBODY DAS_C_E_0012

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0012 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0012

DAS_I_12_0012 DAS_C_I_12_0012

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

50 51 



    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.128.01-2 10

50.312.014.03-2
(IG=3mm) 43.621.415.01-2 - - -

33.345.804.01-2 3

25º 23.412.014.01-233.445.804.01-2 4

- - 33.645.804.01-2 6

COMPATIBLE w i th   0014
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,2 mm 2 mm  3 mm  mm  mm

R 31.322.014.01-2
41º 23º

31.322.014.02-2
25º 17º

-
20º 25º

-
- -

-
- -

NR 31.312.014.01-2 31.312.014.02-2 31.312.014.03-2 - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.314.067.01-2 41.314.105.01-2

43.618.201.01-2 18

40.314.003.04-2 43.601.103.02-2 - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0014 LAB SCANBODY DAS_C_E_0014

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_IG_10_0014
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_IG_10_0014

 SCANALOG DAS_SA_0014  SCANALOG DAS_C_SA_0014

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor 3mm

COMPATIBLE w i th   0015
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,7 mm 2,5 mm  mm  mm  mm

R 31.323.015.01-2
43º 23º

31.323.015.02-2
25º 15º

-
- -

-
- -

-
- -

NR 31.313.015.01-2 31.313.015.02-2 - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1,7 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.015.21-2
30º 25º 10º

NR 31.313.015.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.318.075.01-2 -

43.618.201.01-2 18

40.318.003.02-2 43.601.103.02-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0015 LAB SCANBODY DAS_C_E_0015

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0015
DAS_IG_10_0015 DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0015
DAS_C_IG_10_0015

DAS_I_12_0015
DAS_IG_12_0015

DAS_C_I_12_0015
DAS_C_IG_12_0015

 SCANALOG DAS_SA_0015 SCANALOG DAS_C_SA_0015

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptador (3mm)

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.104.01-2 10 50.313.015.01-2

50.313.015.03-2
(IG=3mm)

43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.015.01-2 - -

33.390.805.01-2 3

25º 23.413.015.01-233.490.805.01-2 4

52.412.104.01-2 12 33.690.805.01-2 6

52 53 



COMPATIBLE w i th   0016

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.106.01-2 8

50.312.016.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.016.01-2 - -

33.360.754.01-2 3

25º52.410.106.01-2 10 33.460.754.01-2 4

52.412.106.01-2 12 33.660.754.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,8 mm  mm  mm  mm  mm

R 31.322.016.01-2
45º 28º

-
- -

-
- -

-
- -

-
- -

NR 31.312.016.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.316.071.01-2 -

43.618.201.01-2 18

40.316.005.05-2 43.601.105.01-2 - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0016 LAB SCANBODY DAS_C_E_0016

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0016
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0016

DAS_I_10_0016 DAS_C_I_10_0016

DAS_I_12_0016 DAS_C_I_12_0016

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0017

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.101.01-2 8

50.313.017.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.017.01-2 - -

33.360.756.01-2 3

30º52.410.101.01-2 10 33.460.756.01-2 4

52.412.101.01-2 12 33.660.756.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,7 mm  mm  mm  mm  mm

R 31.323.017.01-2
45º 24º

-
- -

-
- -

-
- -

-
- -

NR 31.313.017.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,7 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.017.21-2
30º 25º 15º

NR 31.313.017.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.317.073.01-2 -

43.618.201.01-2 18

40.317.005.01-2 43.601.105.01-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0017 LAB SCANBODY DAS_C_E_0017

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0017
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0017

DAS_I_10_0017 DAS_C_I_10_0017

DAS_I_12_0017 DAS_C_I_12_0017

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

54 55 



COMPATIBLE w i th   0018

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.102.01-2 10

50.314.018.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.018.01-2 - -

33.360.756.01-2 3

30º33.460.756.01-2 4

52.412.102.01-2 12 33.660.756.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,2 mm  mm  mm  mm  mm

R 31.324.018.01-2
39º 18º

-
- -

-
- -

-
- -

-
- -

NR 31.314.018.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.317.073.01-2 -

43.618.201.01-2 18

40.317.005.01-2 43.601.105.01-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0018 LAB SCANBODY DAS_C_E_0018

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0018 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0018

DAS_I_12_0018 DAS_C_I_12_0018

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0019

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.105.01-2 10

50.312.019.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.019.01-2 - -

33.360.754.01-2 3

25º33.460.754.01-2 4

52.412.105.01-2 12 33.660.754.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,8 mm  mm  mm  mm  mm

R 31.322.019.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.312.019.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.316.071.01-2 -

43.618.201.01-2 18

40.316.005.05-2 43.601.105.01-2 - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0019 LAB SCANBODY DAS_C_E_0019

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0019 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0019

DAS_I_12_0019 DAS_C_I_12_0019

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

56 57 



COMPATIBLE w i th   0020

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.112.01-2 8

50.313.020.01-2 43.620.411.01-2  34.613.020.01-2 - -

33.390.716.01-2 3

30º- 10 33.490.716.01-2 4

- 12 33.690.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,6 mm  mm  mm  mm  mm

R 31.323.020.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.316.044.01-2 -

43.618.201.01-2 18

40.316.005.06-2 43.601.105.01-2 - 30.413.005.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0020 LAB SCANBODY DAS_C_E_0020

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0020
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0020

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0021
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,5 mm 2 mm 3 mm 4 mm  mm

R 31.322.021.01-2
43º 24º

31.322.021.02-2
25º 20º

31.322.021.03-2
20º 25º

31.322.021.04-2
15º 25º

-
- -

NR 31.312.021.01-2 31.312.021.02-2 31.312.021.03-2 31.312.021.04-2 -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1,5 mm CH=5mm CH= 7mm CH= 9mm

R 31.322.021.21-2
25º 20º 10º

NR 31.312.021.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.316.073.01-2 -

43.618.201.01-2 18

40.316.008.02-2 43.601.108.01-2 22.612.021.01-2 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0021 LAB SCANBODY DAS_C_E_0021

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0021
DAS_IG_10_0021 DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0021
DAS_C_IG_10_0021

DAS_I_12_0021
DAS_IG_12_0021

DAS_C_I_12_0021
DAS_C_IG_12_0021

SCANALOG DAS_SA_0021  SCANALOG DAS_C_SA_0021

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.103.01-2 10
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.021.01-2 32.212.021.02-2 25º

33.335.754.01-2 3

25º 23.412.021.01-233.435.754.01-2 4

52.412.103.01-2 12 33.635.754.01-2 6

50.312.021.01-2

50.312.021.03-2 
(IG=3mm)

58 59 



    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.101.01-2 8
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.022.01-2 32.213.022.02-2 30º

33.335.758.01-2 3

30º 23.413.022.01-252.410.101.01-2 10 33.435.758.01-2 4

52.412.101.01-2 12 33.635.758.01-2 6

COMPATIBLE w i th   0022
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,3 mm 2 mm  3 mm 4 mm  mm

R 31.323.022.01-2
40º 19º

31.323.022.02-2
25º 14º

31.323.022.03-2
20º 30º

-
15 30

-
- -

NR 31.313.022.01-2 31.313.022.02-2 31.313.022.03-2 31.313.022.04-2 -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1,3 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.022.21-2
30º 25º 10º

NR 31.313.022.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.320.075.01-2 -

43.618.201.01-2 18

40.320.008.02-2 43.601.108.01-2 22.613.022.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0022 LAB SCANBODY DAS_C_E_0022

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0022
DAS_IG_8_0022

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0022
DAS_C_IG_8_0022

DAS_I_10_0022
DAS_IG_10_0022

DAS_C_I_10_0022
DAS_C_IG_10_0022

DAS_I_12_0022
DAS_IG_12_0022

DAS_C_I_12_0022
DAS_C_IG_12_0022

 SCANALOG DAS_SA_0022  SCANALOG DAS_C_SA_0022

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

50.313.022.01-2

50.313.022.03-2 
(IG=3mm)

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.103.01-2 10

50.312.023.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.023.01-2 - -

33.390.805.01-2 3

25º 23.412.023.01-233.490.805.01-2 4

52.412.103.01-2 12 33.690.805.01-2 6

COMPATIBLE w i th   0023
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm mm  mm  mm  mm

R 31.322.023.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.312.023.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.316.059.01-2 -

43.618.201.01-2 18

40.316.008.01-2 43.601.108.01-2 22.612.023.01-2 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0023 LAB SCANBODY DAS_C_E_0023

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0023 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0023

DAS_I_12_0023 DAS_C_I_12_0023

 SCANALOG DAS_SA_0023  SCANALOG DAS_C_SA_0023

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

60 61 



    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.101.01-2 8

50.313.024.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.024.01-2 - -

33.390.716.01-2 3

30º 23.413.024.01-252.410.101.01-2 10 33.490.716.01-2 4

52.412.101.01-2 12 33.690.716.01-2 6

COMPATIBLE w i th   0024
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm 0,5 mm  mm  mm  mm

R 31.323.024.01-2
45º 30º

31.323.024.02-2
30º 30º

-
- -

-
- -

-
- -

NR 31.313.024.01-2 31.313.024.02-2 - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT

GINGIVAL 
HEIGHT

GINGIVAL 
HEIGHT

GINGIVAL 
HEIGHT

GINGIVAL 
HEIGHT

GINGIVAL 
HEIGHT αS αS αS

0,3 mm 0,5 mm 1 mm 2 mm 3 mm 4 mm CH
5mm

CH
7mm

CH
9mm

R 31.323.024.21-2 31.323.024.22-2 31.323.024.23-2 31.323.024.24-2 31.323.024.25-2 31.323.024.26-2
30º 25º 10º

NR 31.313.024.21-2 31.313.024.22-2 31.313.024.23-2 31.313.024.24-2 31.313.024.25-2 31.313.024.26-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.320.060.01-2 -

43.618.201.01-2 18

40.320.008.01-2 43.601.108.01-2 22.613.024.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0024 LAB SCANBODY DAS_C_E_0024

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0024
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0024

DAS_I_10_0024 DAS_C_I_10_0024

DAS_I_12_0024 DAS_C_I_12_0024

 SCANALOG DAS_SA_0024  SCANALOG DAS_C_SA_0024

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.112.01-2 8 50.313.025.02-2 43.620.411.01-2

34.613.025.01-2 - -

33.390.716.01-2 3

30º 23.413.025.01-2
52.410.111.01-2 10 50.313.025.01-2

43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

33.490.716.01-2 4

33.690.716.01-2 6

COMPATIBLE w i th   0025
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm  mm  mm  mm  mm

R 31.323.025.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,3 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.025.21-2
30º 25º 10º

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.314.039.01-2 -

43.618.201.01-2 18

40.314.008.01-2 43.601.108.01-2 22.613.025.01-2 30.413.005.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0025 LAB SCANBODY DAS_C_E_0025

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0025 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0025

DAS_I_10_0025 DAS_C_I_10_0025

 SCANALOG DAS_SA_0025 SCANALOG DAS_C_SA_0025

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

62 63 



COMPATIBLE w i th   0026

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.108.01-2 10

50.312.026.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.026.01-2 - -

33.390.805.01-2 3

25º33.490.805.01-2 4

52.412.108.01-2 12 33.690.805.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,5 mm 1,2 mm  mm  mm  mm

R 31.322.026.01-2
45º 29º

31.322.026.02-2
25º 22º

-
- -

-
- -

-
- -

NR 31.312.026.01-2 31.312.026.02-2 - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,5 mm CH=5mm CH= 7mm CH= 9mm

R 31.322.026.21-2
25º 20º 10º

NR 31.312.026.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.318.075.01-2 -

43.618.201.01-2 18

40.318.008.01-2 43.601.108.01-2 22.612.026.01-2 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0026 LAB SCANBODY DAS_C_E_0026

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0026 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0026

DAS_I_12_0026 DAS_C_I_12_0026

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging  

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0027

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.109.01-2 10

50.313.027.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.027.01-2 - -

33.390.958.01-2 3

30º33.490.958.01-2 4

52.412.109.01-2 12 33.690.958.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm 1,2 mm  mm  mm  mm

R 31.323.027.01-2
35º 29º

31.323.027.02-2
25º 22º

-
- -

-
- -

-
- -

NR 31.313.027.01-2 31.313.027.02-2 - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,3 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.027.21-2
25º 20º 10º

NR 31.313.027.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.320.090.01-2 -

43.618.201.01-2 18

40.320.008.03-2 43.601.108.01-2 22.613.027.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0027 LAB SCANBODY DAS_C_E_0027

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0027 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0027

DAS_I_12_0027 DAS_C_I_12_0027

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

64 65 



COMPATIBLE w i th   0028

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.109.01-2 10

50.314.028.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.028.01-2 - -

33.390.958.01-2 3

30º33.490.958.01-2 4

52.412.109.01-2 12 33.690.958.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm  mm  mm  mm  mm

R 31.324.028.01-2
35º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.314.028.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.320.090.01-2 -

43.618.201.01-2 18

40.320.008.03-2 43.601.108.01-2 22.614.028.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0028 LAB SCANBODY DAS_C_E_0028

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0028 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0028

DAS_I_12_0028 DAS_C_I_12_0028

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0029

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.103.01-2 10 50.312.029.01-2

50.312.029.03-2
(IG=3mm)

43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.029.01-2 - -

33.345.804.01-2 3

20º 23.412.029.01-233.445.804.01-2 4

52.412.103.01-2 12 33.645.804.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,2 mm 2 mm 3 mm 4 mm  mm

R 31.322.029.01-2
30º 23º

31.322.029.02-2
25º 15º

31.322.029.03-2
20 25

31.322.029.04-2
15º 25º

-
- -

NR 31.312.029.01-2 31.312.029.02-2 31.312.029.03-2 31.312.029.04-2 -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

2 mm CH=5mm CH= 7mm CH= 9mm

R -
25º 20º 15º

NR 31.312.029.22-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.316.094.01-2 41.316.132.01-2

43.618.201.01-2 18

40.316.003.02-2 43.601.103.02-2 - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0029 LAB SCANBODY DAS_C_E_0029

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0029
DAS_IG_10_0029 DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0029
DAS_C_IG_10_0029

DAS_I_12_0029
DAS_IG_12_0029

DAS_C_I_12_0029
DAS_C_IG_12_0029

 SCANALOG DAS_SA_0029  SCANALOG DAS_C_SA_0029

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

66 67 



    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.101.01-2 8
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.030.01-2 32.213.030.02-2 25º

33.345.808.01-2 3

30º 23.413.030.01-252.410.101.01-2 10 33.445.808.01-2 4

52.412.101.01-2 12 33.645.808.01-2 6

COMPATIBLE w i th   0030
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,1 mm 2 mm 3 mm 4 mm  mm

R 31.323.030.01-2
42º 25º

31.323.030.02-2
25º 15º

31.323.030.03-2
20º 30º

31.323.030.04-2
15º 30º

-
- -

NR 31.313.030.01-2 31.313.030.02-2 31.313.030.03-2 31.313.030.04-2 -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1,1 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.030.21-2
25º 20º 10º

NR 31.313.030.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.320.079.01-2 41.320.125.01-2

43.618.201.01-2 18

40.320.003.04-2 43.601.103.02-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0030 LAB SCANBODY DAS_C_E_0030

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0030
DAS_IG_8_0030

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0030
DAS_C_IG_8_0030

DAS_I_10_0030
DAS_IG_10_0030

DAS_C_I_10_0030
DAS_C_IG_10_0030

DAS_I_12_0030
DAS_IG_12_0030

DAS_C_I_12_0030
DAS_C_IG_12_0030

 SCANALOG DAS_SA_0030  SCANALOG DAS_C_SA_0030

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

50.313.030.01-2

50.313.030.03-2 
(IG=3mm)

COMPATIBLE w i th   0033

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.106.01-2 8
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.033.01-2 32.212.033.02-2 25º

33.315.804.01-2 3

25º52.410.106.01-2 10 33.415.804.01-2 4

52.412.106.01-2 12 33.615.804.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,3 mm 2 mm  3mm  4mm  mm

R 31.322.033.01-2
38º 18º

31.322.033.02-2
20º 14º

31.322.033.03-2
15º 25º

31.322.033.04-2
15º 25º

-
- -

NR 31.312.033.01-2 31.312.033.02-2 31.312.033.03-2 31.312.033.04-2 -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1,3 mm CH=5mm CH= 7mm CH= 9mm

R 31.322.033.21-2
25º 20º 10º

NR 31.312.033.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY TORX T6 

41.316.078.01-2 41.316.124.01-2

43.618.201.01-2 18

40.316.007.01-2 43.601.107.01-2 22.612.033.01-2 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0033 LAB SCANBODY DAS_C_E_0033

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0033
DAS_IG_8_0033

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0033
DAS_C_IG_8_0033

DAS_I_10_0033
DAS_IG_10_0033

DAS_C_I_10_0033
DAS_C_IG_10_0033

DAS_I_12_0033
DAS_IG_12_0033

DAS_C_I_12_0033
DAS_C_IG_12_0033

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

50.312.033.01-2

50.312.033.03-2 
(IG=3mm)

68 69 



COMPATIBLE w i th   0035

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.107.01-2 10
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.035.01-2 32.213.035.02-2 25º

33.315.804.01-2 3

25º 23.413.035.01-233.415.804.01-2 4

52.412.107.01-2 12 33.615.804.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,1 mm 2 mm  3 mm 4 mm  mm

R 31.323.035.01-2
39º 18º

31.323.035.02-2
20º 14º

31.323.035.03-2
15º 30º

31.323.035.04-2
15º 30º

-
- -

NR 31.313.035.01-2 31.313.035.02-2 31.313.035.03-2 31.313.035.04-2 -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1,1 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.035.21-2
25º 20º 10º

NR 31.313.035.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY TORX T6 

41.316.078.01-2 41.316.124.01-2

43.618.201.01-2 18

40.316.007.01-2 43.601.107.01-2 22.613.035.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0035 LAB SCANBODY DAS_C_E_0035

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0035
DAS_IG_10_0035 DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0035
DAS_C_IG_10_0035

DAS_I_12_0035
DAS_IG_12_0035

DAS_C_I_12_0035
DAS_C_IG_12_0035

SCANALOG DAS_SA_0035 SCANALOG DAS_C_SA_0035

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

50.313.035.01-2

50.313.035.03-2 
(IG=3mm)

COMPATIBLE w i th   0037

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.110.01-2 10
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.037.01-2 32.213.037.02-2 30º

33.315.708.01-2 3

30º 23.413.037.01-233.415.708.01-2 4

52.412.110.01-2 12 33.615.708.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,6 mm  mm  mm  mm  mm

R 31.323.037.01-2
45º 25º

-
- -

-
- -

-
- -

-
- -

NR 31.313.037.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY TORX T6 

41.320.067.01-2 -

43.618.201.01-2 18

40.320.007.01-2 43.601.107.01-2 22.613.037.01-2 30.413.004.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0037 LAB SCANBODY DAS_C_E_0037

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0037
DAS_IG_10_0037 DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0037
DAS_C_IG_10_0037

DAS_I_12_003
DAS_IG_12_0037

DAS_C_I_12_0037
DAS_C_IG_12_0037

 SCANALOG DAS_SA_0037  SCANALOG DAS_C_SA_0037

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

50.313.037.01-2

50.313.037.04-2 
(IG=3mm)
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COMPATIBLE w i th   0038

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.103.01-2 10

50.312.038.01-2
 43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.038.01-2 - -

33.345.804.01-2 3

25º33.445.804.01-2 4

52.412.103.01-2 12 33.645.804.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,7 mm  mm  mm  mm  mm

R 31.322.038.01-2
45º 29º

-
- -

-
- -

-
- -

-
- -

NR 31.312.038.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,7 mm CH=5mm CH= 7mm CH= 9mm

R 31.322.038.21-2
30º 25º 10º

NR 31.312.038.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.25 

41.316.081.01-2 -

43.618.201.01-2 18

40.316.004.02-2 43.601.104.01-2 - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0038 LAB SCANBODY DAS_C_E_0038

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0038 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0038

DAS_I_12_0038 DAS_C_I_12_0038

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0039

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.114.01-2 10

50.313.039.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.039.01-2 - -

33.345.856.01-2 3

25º33.445.856.01-2 4

52.412.114.01-2 12 33.645.856.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,7 mm  mm  mm  mm  mm

R 31.323.039.01-2
45º 29º

-
- -

-
- -

-
- -

-
- -

NR 31.313.039.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,7 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.039.21-2
30º 25º 10º

NR 31.313.039.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.25 

41.316.081.01-2 -

43.618.201.01-2 18

40.316.004.02-2 43.601.104.01-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0039 LAB SCANBODY DAS_C_E_0039

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0039 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0039

DAS_I_12_0039 DAS_C_I_12_0039

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

72 73 



    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.101.01-2 8
 43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.040.01-2 32.212.040.02-2 25º

33.370.716.01-2 3

25º 23.412.040.01-252.410.101.01-2 10 33.470.716.01-2 4

52.412.101.01-2 12 33.670.716.01-2 6

COMPATIBLE w i th   0040 
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,6 mm 1,5 mm 3 mm 4  mm 5 mm

R 31.322.040.01-2

45º 30º

31.322.040.02-2

25º 25º

31.322.040.03-2

20º 30º

31.322.040.04-2

15º 30º

31.322.040.05-2

10º 23ºNR 31.312.040.01-2 31.312.040.02-2 31.312.040.03-2 31.312.040.04-2 31.312.040.05-2

NR (Friction-Fit) 31.312.042.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,6 mm CH=5mm CH= 7mm CH= 9mm

R 31.322.040.21-2
25º 20º 10º

NR 31.312.040.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.317.071.01-2 41.317.106.01-2

43.618.201.01-2 18

40.317.004.01-2 43.601.104.01-2 22.612.040.01-2 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0040 LAB SCANBODY DAS_C_E_0040

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0040
DAS_IG_8_0040

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0040
DAS_C_IG_8_0040

DAS_I_10_0040
DAS_IG_10_0040

DAS_C_I_10_0040
DAS_C_IG_10_0040

DAS_I_12_0040
DAS_IG_12_0040

DAS_C_I_12_0040
DAS_C_IG_12_0040

 SCANALOG DAS_SA_0040  SCANALOG DAS_C_SA_0040

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

50.312.040.01-2

50.312.040.03-2 
(IG=3mm)

COMPATIBLE w i th   0040b

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

-  - - 32.212.040.02-2 25º

33.370.716.01-2 3

25º- - 33.470.716.01-2 4

- - 33.670.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,6 mm 1,5 mm 3 mm  mm 5 mm

R 31.322.040.01-2
45º 30º

31.322.040.02-2
25º 25º

31.322.040.03-2
20º 30º

-
- -

31.322.040.05-2
10º 25º

NR 31.312.040.01-2 31.312.040.02-2 31.312.040.03-2 - 31.312.040.05-2

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,6 mm CH=5mm CH= 7mm CH= 9mm

R 31.322.040.21-2
25º 20º 10º

NR 31.312.040.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.318.071.01-2 -

43.618.201.01-2 18

- - - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0040 LAB SCANBODY DAS_C_E_0040

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

74 75 



    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.102.01-2 10
50.313.041.01-2

50.313.041.03-2 
(IG=3mm)

43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.041.01-2 32.213.041.02-2 30º

33.370.716.01-2 3

30º 23.413.041.01-233.470.716.01-2 4

52.412.102.01-2 12 33.670.716.01-2 6

COMPATIBLE w i th   0041
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,4 mm 1,5 mm  mm  mm  mm

R 31.323.041.01-2

45º 30º

31.323.041.02-2

30º 25º

-

- -

-

- -

-

- -NR 31.313.041.01-2 31.313.041.02-2 - - -

NR (Friction-Fit) 31.313.043.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,4 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.041.21-2
30º 20º 10º

NR 31.313.041.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.317.071.01-2 -

43.618.201.01-2 18

40.317.004.01-2 43.601.104.01-2 22.613.041.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0041 LAB SCANBODY DAS_C_E_0041

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0041
DAS_IG_10_0041 DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0041
DAS_C_IG_10_0041

DAS_I_12_0041
DAS_IG_12_0041

DAS_C_I_12_0041
DAS_C_IG_12_0041

 SCANALOG DAS_SA_0041  SCANALOG DAS_C_SA_0041

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

COMPATIBLE w i th   0041b

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - 32.013.041.02-2 30º

33.370.716.01-2 3

30º33.470.716.01-2 4

- - 33.670.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,4 mm 1,5 mm  mm  mm  mm

R 31.323.041.01-2
45º 30º

31.323.041.02-2
30º 25º

-
- -

-
- -

-
- -

NR 31.313.041.01-2 31.313.041.02-2 - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

0,4 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.041.21-2
30º 20º 10º

NR 31.313.041.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.318.071.01-2 -

43.618.201.01-2 18

- - - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0041 LAB SCANBODY DAS_C_E_0041

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

76 77 



COMPATIBLE w i th   0044

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.105.01-2 10

50.312.044.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.044.01-2 - -

33.390.716.01-2 3

25º33.490.716.01-2 4

52.412.105.01-2 12 33.690.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm  mm  mm  mm  mm

R 31.322.044.01-2
42º 23º

-
- -

-
- -

-
- -

-
- -

NR 31.312.044.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1 mm CH=5mm CH= 7mm CH= 9mm

R 31.322.044.21-2
25º 20º 10º

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.318.065.01-2 -

43.618.201.01-2 18

40.318.003.01-2 43.601.103.02-2 - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0044 LAB SCANBODY DAS_C_E_0044

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0044 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0044

DAS_I_12_0044 DAS_C_I_12_0044

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0045

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.118.01-2 10

50.313.045.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.045.01-2 - -

33.390.716.01-2 3

30º33.490.716.01-2 4

52.412.118.01-2 12 33.690.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm  mm  mm  mm  mm

R 31.323.045.01-2
43º 22º

-
- -

-
- -

-
- -

-
- -

NR 31.313.045.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1 mm CH=5mm CH= 7mm CH= 9mm

R 31.323.045.21-2
30º 20º 10º

NR 31.313.045.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.318.065.01-2 -

43.618.201.01-2 18

40.318.003.01-2 43.601.103.02-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0045 LAB SCANBODY DAS_C_E_0045

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0045 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0045

DAS_I_12_0045 DAS_C_I_12_0045

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

78 79 



COMPATIBLE w i th   0046

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.125.01-2 10

50.314.046.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.046.01-2 - -

33.390.716.01-2 3

30º33.490.716.01-2 4

52.412.125.01-2 12 33.690.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm  mm  mm  mm  mm

R 31.324.046.01-2
42º 21º

-
- -

-
- -

-
- -

-
- -

NR 31.314.046.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1 mm CH=5mm CH= 7mm CH= 9mm

R 31.324.046.21-2
30º 20º 10º

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.318.065.01-2 -

43.618.201.01-2 18

40.318.003.01-2 43.601.103.02-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0046 LAB SCANBODY DAS_C_E_0046

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0046 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0046

DAS_I_12_0046 DAS_C_I_12_0046

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging  

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0057

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.101.01-2 8

50.314.057.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.057.01-2 - -

33.390.805.01-2 3

30º52.410.101.01-2 10 33.490.805.01-2 4

52.412.101.01-2 12 33.690.805.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,5 mm  mm  mm  mm  mm

R 31.324.057.01-2
45º 27º

-
- -

-
- -

-
- -

-
- -

NR 31.314.057.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.316.084.01-2 -

43.618.201.01-2 18

40.316.003.01-2 43.601.103.02-2 22.614.057.01-2 30.414.003.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0057 LAB SCANBODY DAS_C_E_0057

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0057
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_8_0057

DAS_I_10_0057 DAS_C_I_10_0057

DAS_I_12_0057 DAS_C_I_12_0057

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

80 81 



COMPATIBLE w i th   0058

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.118.01-2 10

50.314.058.01-2
  43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.058.01-2 - -

33.390.716.01-2 3

30º33.490.716.01-2 4

52.412.118.01-2 12 33.690.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,5 mm  mm  mm  mm  mm

R 31.324.058.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.314.058.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.320.047.01-2 -

43.618.201.01-2 18

40.320.003.01-2 43.601.103.02-2 22.614.058.01-2 30.414.003.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0058 LAB SCANBODY DAS_C_E_0058

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0058 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0058

DAS_I_12_0058 DAS_C_I_12_0058

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0061

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.125.01-2 10

50.314.061.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.061.01-2 - -

33.390.958.01-2 3

30º33.490.958.01-2 4

52.412.125.01-2 12 33.690.958.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,6 mm  mm  mm  mm  mm

R 31.324.061.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.314.061.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.325.067.01-2 -

43.618.201.01-2 18

40.325.008.01-2 43.601.108.01-2 22.614.061.01-2 30.415.007.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0061 LAB SCANBODY DAS_C_E_0061

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0061 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0061

DAS_I_12_0061 DAS_C_I_12_0061

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

82 83 



COMPATIBLE w i th   0066

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,6 mm  mm  mm  mm  mm

R 31.323.066.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY -   

41.314.039.01-2 -

43.618.201.01-2 18

- - 22.613.066.01-2 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0066 LAB SCANBODY DAS_C_E_0066

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.110.01-2 10

50.313.074.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.074.01-2 - -

33.330.708.01-2 3

30º 23.413.074.01-233.430.708.01-2 4

52.412.110.01-2 12 33.630.708.01-2 6

COMPATIBLE w i th   0074 
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,6 mm  mm  mm  mm  mm

R 31.323.074.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.313.074.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Sq. 1.30 

41.320.044.01-2 -

43.618.201.01-2 18

40.320.007.04-2 43.601.102.01-2 22.613.074.01-2 30.415.007.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0074 LAB SCANBODY DAS_C_E_0074

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0074 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0074

DAS_I_12_0074 DAS_C_I_12_0074

 SCANALOG DAS_SA_0074 SCANALOG DAS_C_SA_0074

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

84 85 



COMPATIBLE w i th   0075

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.105.01-2 10

50.312.075.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.612.075.01-2 - -

33.330.734.01-2 3

25º33.430.734.01-2 4

52.412.105.01-2 12 33.630.734.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm 2 mm  mm  mm  mm

R 31.322.075.01-2
42º 24º

31.322.075.02-2
25º 15º

-
- -

-
- -

-
- -

NR - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.00 

41.318.077.01-2 -

43.618.201.01-2 18

40.318.013.01-2 - 22.612.075.01-2 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0075 LAB SCANBODY DAS_C_E_0075

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0075 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0075

DAS_I_12_0075 DAS_C_I_12_0075

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0080

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.124.01-2 10

50.314.080.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.080.01-2 - -

33.370.716.01-2 3

30º33.470.716.01-2 4

52.412.124.01-2 12 33.670.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,4 mm  mm  mm  mm  mm

R 31.324.080.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.314.080.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.317.071.01-2 -

43.618.201.01-2 18

40.317.004.01-2 43.601.104.01-2 22.614.080.01-2 30.414.003.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0080 LAB SCANBODY DAS_C_E_0080

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0080 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0080

DAS_I_12_0080 DAS_C_I_12_0080

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

86 87 



COMPATIBLE w i th   0084

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,2 mm  mm  mm  mm  mm

R 31.321.084.01-2
30º -

-
- -

-
- -

-
- -

-
- -

NR 31.311.084.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Star 1.50 

41.314.076.01-2 -

43.618.201.01-2 18

40.314.003.03-2 43.601.103.02-2 - 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0084 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0085

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.117.01-2 10

50.314.085.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.085.01-2 - -

33.345.856.01-2 3

25º33.445.856.01-2 4

52.412.117.01-2 12 33.645.856.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm  mm  mm  mm  mm

R 31.324.085.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.314.085.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.25 

41.316.081.01-2 -

43.618.201.01-2 18

40.316.004.02-2 43.601.104.01-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0085 LAB SCANBODY DAS_C_E_0085

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0085 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0085

DAS_I_12_0085 DAS_C_I_12_0085

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

88 89 



COMPATIBLE w i th   0086

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm  mm  mm  mm  mm

R 31.325.086.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.315.086.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.25 

41.316.081.01-2 -

43.618.201.01-2 18

40.316.004.02-2 43.601.104.01-2 - 30.415.007.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0086 LAB SCANBODY DAS_C_E_0086

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0087

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm  mm  mm  mm  mm

R -
25º -

-
- -

-
- -

-
- -

-
- -

NR 31.311.087.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27

41.316.094.01-2 -

43.618.201.01-2 18

40.316.005.04-2 43.601.105.01-2 - 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0087 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

90 91 



COMPATIBLE w i th   0088

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm  mm  mm  mm  mm

R -
25º -

-
- -

-
- -

-
- -

-
- -

NR 31.315.086.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.320.094.01-2 -

43.618.201.01-2 18

40.320.005.04-2 43.601.105.01-2 - 30.414.003.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0088 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0090

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.128.01-2 10

50.311.090.01-2 43.621.415.01-2- 34.611.090.01-2 - -

33.325.472.01-2* 3

25º33.425.472.01-2* 4

- - 33.625.472.01-2* 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm  mm  mm  mm  mm

R 31.321.090.01-2
45º 24º

-
- -

-
- -

-
- -

-
- -

NR 31.311.090.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.314.074.01-2 -

43.618.201.01-2 18

40.314.005.01-2 43.601.105.01-2 - 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0090 LAB SCANBODY DAS_C_E_0090

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0090 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0090

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

*Only for R
*Only for titanium and soft materials

92 93 



COMPATIBLE w i th   0091

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.102.01-2 10

50.314.091.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.091.01-2 - -

33.390.958.01-2 3

30º33.490.958.01-2 4

52.412.102.01-2 12 33.690.958.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,2 mm  mm  mm  mm  mm

R 31.324.091.01-2
38º 18º

-
- -

-
- -

-
- -

-
- -

NR 31.314.091.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.320.082.01-2 -

43.618.201.01-2 18

40.320.005.01-2 43.601.105.01-2 22.614.091.01-2 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0091 LAB SCANBODY DAS_C_E_0091

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0091 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0091

DAS_I_12_0091 DAS_C_I_12_0091

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0092

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.129.01-2 10

50.315.092.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.615.092.01-2 - -

33.390.958.01-2 3

30º33.490.958.01-2 4

52.412.129.01-2 12 33.690.958.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm  mm  mm  mm  mm

R 31.325.092.01-2
45º 25º

-
- -

-
- -

-
- -

-
- -

NR 31.315.092.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.320.082.01-2 -

43.618.201.01-2 18

40.320.005.01-2 43.601.105.01-2 22.615.092.01-2 30.415.007.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0092 LAB SCANBODY DAS_C_E_0092

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0092 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0092

DAS_I_12_0092 DAS_C_I_12_0092

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

94 95 



COMPATIBLE w i th   0096

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.110.01-2 10

50.314.096.01-2
  43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.096.01-2 - -

33.315.708.01-2 3

30º 23.414.096.01-233.415.708.01-2 4

52.412.110.01-2 12 33.615.708.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,6 mm  mm  mm  mm  mm

R 31.324.096.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.314.096.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY TORX T6 

41.320.067.01-2 -

43.618.201.01-2 18

40.320.007.01-2 43.601.107.01-2 22.614.096.01-2 30.414.008.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0096 LAB SCANBODY DAS_C_E_0096

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0096 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0096

DAS_I_12_0096 DAS_C_I_12_0096

SCANALOG DAS_SA_0096 SCANALOG DAS_C_SA_0096

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

54.409.133.01-2 9

50.313.101.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.101.01-2 - -

33.335.676.01-2 3

30º 23.413.101.01-233.435.676.01-2 4

- - 33.635.676.01-2 6

COMPATIBLE w i th   0101
STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,5 mm  mm  mm  mm  mm

R 31.323.101.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY TORX T6 

41.314.043.01-2 -

43.618.201.01-2 18

40.314.007.01-2 43.601.107.01-2 - 30.413.005.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0101 LAB SCANBODY DAS_C_E_0101

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_9_0101 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_9_101

- -

 SCANALOG DAS_SA_0101  SCANALOG DAS_C_SA_0101

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
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COMPATIBLE w i th   0102

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.128.01-2 10

50.312.102.03-2
(IG=3mm)

 43.621.415.01-2  34.612.102.01-2 - -

- -

-- -

52.412.128.01-2 12 - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,8 mm  mm  mm  mm  mm

R 31.322.102.01-2
38º 18º

-
- -

-
- -

-
- -

-
- -

NR 31.312.102.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

1,8 mm CH=5mm CH= 7mm CH= 9mm

R 31.322.102.21-2
25º 15º 10º

NR 31.312.102.21-2

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.317.065.01-2 -

43.618.201.01-2 18

40.317.005.02-2 43.601.105.01-2 - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0102 LAB SCANBODY DAS_C_E_0102

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_IG_10_0102 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_IG_10_0102

DAS_IG_12_0102 DAS_C_IG_12_0102

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

COMPATIBLE w i th   0109

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.128.01-2 10

50.312.109.01-2 43.621.415.01-2 34.612.109.01-2 - -

33.360.754.01-2* 3

25º33.460.754.01-2* 4

52.412.128.01-2 12 33.660.754.01-2* 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,2 mm  mm  mm  mm  mm

R 31.322.109.01-2
45º 29º

-
- -

-
- -

-
- -

-
- -

NR 31.312.109.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.314.070.01-2 -

43.618.201.01-2 18

40.314.005.02-2 43.601.105.01-2 - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0109 LAB SCANBODY DAS_C_E_0109

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0109 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0109

DAS_I_12_0109 DAS_C_I_12_0109

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

*Only for R 
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COMPATIBLE w i th   0120

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.108.01-2 10

50.312.120.03-2
IG=3mm

43.621.410.01-2
43.624.410.01-2
43.630.410.01-2

34.612.120.01-2 - -

33.360.754.01-2 3

20º33.460.754.01-2 4

52.410.108.01-2 12 33.660.754.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm  mm  mm  mm  mm

R 31.323.121.01-2
45º 25º

-
- -

-
- -

-
- -

-
- -

NR 31.313.121.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.316.080.01-2 -

43.618.201.01-2 18

40.316.005.07-2 43.601.105.01-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0120 LAB SCANBODY DAS_C_E_0120

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_IG_10_0120 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_IG_10_0120

DAS_IG_12_0120 DAS_C_IG_12_0120

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

COMPATIBLE w i th   0121

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.109.01-2 10

50.313.121.01-2
43.621.410.01-2
43.624.410.01-2
43.630.410.01-2

34.613.121.01-2 - -

33.360.754.01-2 3

20º33.460.754.01-2 4

52.412.109.01-2 12 33.660.754.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm  mm  mm  mm  mm

R 31.323.121.01-2
45º 25º

-
- -

-
- -

-
- -

-
- -

NR 31.313.121.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.316.080.01-2 -

43.618.201.01-2 18

40.316.005.07-2 43.601.105.01-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0121 LAB SCANBODY DAS_C_E_0121

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0121 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0121

DAS_I_12_0121 DAS_C_I_12_0121

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
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COMPATIBLE w i th   0124

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.125.01-2 10

50.314.124.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.614.124.01-2 - -

33.335.758.01-2 3

30º33.435.758.01-2 4

52.412.125.01-2 12 33.635.758.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,4 mm  mm  mm  mm  mm

R 31.324.124.01-2
42º 19º

-
- -

-
- -

-
- -

-
- -

NR 31.314.124.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.320.075.01-2 -

43.618.201.01-2 18

40.320.008.02-2 43.601.108.01-2 - 30.414.003.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0124 LAB SCANBODY DAS_C_E_0124

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0124 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0124

DAS_I_12_0124 DAS_C_I_12_0124

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0128

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

2,5 mm  mm  mm  mm  mm

R 31.322.128.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.20 

41.320.044.01-2 -

43.618.201.01-2 18

40.320.003.05-2 43.601.103.01-2 - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0128 LAB SCANBODY DAS_C_E_0128

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
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COMPATIBLE w i th   0129

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.130.01-2 10

50.315.129.01-2
43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.615.129.01-2 - -

33.390.958.01-2 3

30º33.490.958.01-2 4

52.412.130.01-2 12 33.690.958.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm  mm  mm  mm  mm

R 31.325.129.01-2
43º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.315.129.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.320.090.01-2 -

43.618.201.01-2 18

40.320.008.03-2 43.601.108.01-2 22.615.129.01-2 30.415.007.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY - LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0129 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0129

DAS_I_12_0129 DAS_C_I_12_0129

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging  

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0135

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1 mm  mm  mm  mm  mm

R 31.320.135.01-2
45º -

-
- -

-
- -

-
- -

-
- -

NR 31.310.135.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

R -
- - -

NR -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY TORX T6 

41.314.080.01-2 -

43.618.201.01-2 18

40.314.007.02-2 43.601.107.01-2 - 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0135 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
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COMPATIBLE w i th   0137

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,6 mm  mm  mm  mm  mm

R 31.324.137.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.314.137.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY TORX T6 

41.320.044.01-2 -

43.618.201.01-2 18

40.320.007.04-2 43.601.107.01-2 - 30.414.008.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0137 LAB SCANBODY DAS_C_E_0137

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0145  

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,5  mm   mm  mm 3 mm  mm

R 31.320.145.01-2
45º -

-
- -

-
- -

-
- -

-
- -

NR 31.310.145.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY 

41.315.078.01-2 -

43.618.201.01-2 18

- - - 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0145 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
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COMPATIBLE w i th   0159

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.128.01-2 10

50.310.159.01-2 43.621.415.01-2 34.610.159.01-2 - -

33.335.754.01-2* 3

25º33.435.754.01-2* 4

- - 33.635.754.01-2* 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,5 mm  mm  mm  mm  mm

R 31.320.159.01-2
41º 17º

-
- -

-
- -

-
- -

-
- -

NR 31.310.159.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY UNIGRIP 

41.314.067.02-2 -

43.618.201.01-2 18

40.314.008.02-2 43.601.108.01-2 22.610.159.01-2 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0159 LAB SCANBODY DAS_C_E_0159

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0159
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0159

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

*Only for R 

COMPATIBLE w i th   0160

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL SCANALOG

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.131.01-2 10

50.310.160.01-2 43.621.415.01-2 34.610.160.01-2 - -

33.315.804.01-2 3

25º 23.410.160.01-233.415.804.01-2 4

52.412.131.01-2 12 33.615.804.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,5 mm  mm  mm  mm  mm

R 31.320.160.01-2
45º 30º

-
- -

-
- -

-
- -

-
- -

NR 31.310.160.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY TORX T6 

41.316.078.01-2 -

43.618.201.01-2 18

40.316.007.01-2 43.601.107.01-2 22.610.160.01-2 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0160 LAB SCANBODY DAS_C_E_0160

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_10_0160 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_C_I_10_0160

DAS_I_12_0160 DAS_C_I_12_0160

 SCANALOG DAS_SA_0160 SCANALOG DAS_C_SA_0160

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
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COMPATIBLE w i th   0178

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,5 mm  mm  mm  mm  mm

R 31.320.178.01-2
45º -

-
- -

-
- -

-
- -

-
- -

NR 31.310.178.01-2 - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY -

41.316.080.01-2 -

43.618.201.01-2 18

- - - 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0178 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

- DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

--

COMPATIBLE w i th   0183

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.136.01-2 8

50.312.183.01-2 43.620.411.01-2 34.612.183.01-2 - -

33.330.734.01-2 3

30º33.430.734.01-2 4

- - 33.630.734.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,5 mm  mm  mm  mm  mm

R 31.322.183.01-2
45º -

-
- -

-
- -

-
- -

-
- -

NR - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC              
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC         
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

     STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY -

41.316.048.02-2 -

43.618.201.01-2 18

- - - -43.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY - LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_0183 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

--
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COMPATIBLE w i th   0186

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

54.408.101.01-2 8

50.313.186.04-2
(IG=3mm)

43.621.410.01-2  
43.624.410.01-2  
43.630.410.01-2

34.613.186.01-2 - -

33.330.734.01-2 3

2554.410.101.01-2 10 33.430.734.01-2 4

54.412.101.01-2 12 33.630.734.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,2 mm 2,5 mm 3,5 mm  mm  mm

R 31.323.186.01-2
40º 30º

31.323.186.02-2
20º 18º

31.323.186.03-2
15º -

- º º - º º

NR 31.313.186.01-2 31.313.186.02-2 31.313.186.03-2 - º º - º º

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY-

41.316.084.02-2 -

43.618.201.01-2 18

- - - 30.413.002.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0186 LAB SCANBODY DAS_C_E_0186

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_IG_8_0186
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

DAS_C_IG_8_0186

DAS_IG_10_0186 DAS_C_IG_10_0186

DAS_IG_12_0186 DAS_C_IG_12_0186

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor (3mm)

COMPATIBLE w i th   0188

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- - - -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,5 mm mm 3,5 mm  mm  mm

R 31.320.188.01-2
45º -

-
- -

-
- -

- - - - - -

NR 31.310.188.01-2 - - - - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY-

41.315.078.01-2 -

43.618.201.01-2 18

- - - 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0188 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

-

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
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COMPATIBLE w i th   0190

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- - - -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,8 mm mm mm  mm  mm

R 31.320.190.01-2
45º -

- - - - - - - - - - - -

NR 31.310.190.01-2 - - - - - - - - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY-

41.316.084.02-2 -

43.618.201.01-2 18

- - - 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0190 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

-

- -

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0191

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- - - -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,8 mm mm mm  mm  mm

R 31.322.191.01-2
45º -

- - - - - - - - - - - -

NR 31.312.191.01-2 - - - - - - - - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY-

41.316.084.02-2 -

43.618.201.01-2 18

- - - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0191 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

-

- -

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
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COMPATIBLE w i th   0192

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

- -

- - - - -

- -

-- - - -

- - - -

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm mm mm  mm  mm

R 31.323.192.01-2
45º -

- - - - - - - - - - - -

- - - - - - - - - - - - - -

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY-

41.316.048.01-2 -

43.618.201.01-2 18

- - - 30.413.005.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0192 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-
DYNAMIC 

µSCANBODY 
(LAB/CLIN)

-

- -

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height

COMPATIBLE w i th   0205

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.408.112.01-2 8

50.312.205.01-2 43.620.411.01-2 34.612.205.01-2 - -

33.390.716.01-2 3

30º33.490.716.01-2 4

- - 33.690.716.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

0,3 mm  mm mm  mm  mm

R 31.322.205.01-2
45º -

- º º - º º - º º - º º

NR - - º º - º º - º º - º º

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.317.040.01-2 -

43.618.201.01-2 18

- - - 30.412.001.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0205 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_I_8_205 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

- -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
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COMPATIBLE w i th   0207

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.103.01-2 10

50.310.207.03-2
IG=3mm

43.621.410.01-2
43.624.410.01-2
43.630.410.01-2

34.610.207.01-2 - -

33.345.856.01-2 3

30º33.445.856.01-2 4

52.412.103.01-2 12 33.645.856.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,5 mm mm mm  mm  mm

R 31.320.207.01-2
40º -

-
- -

-
- -

- º º - º º

NR 31.310.207.01-2 - - - º º - º º

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY-

41.316.066.01-2 -

43.618.201.01-2 18

- - - 30.410.006.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0207 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_IG_10_0207 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

DAS_IG_12_0207 -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor 3mm
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COMPATIBLE w i th   0208

    DYNAMIC µSCANBODY (LAB/CLIN) DIGITAL ANALOG DYNAMIC PRE-MILLED DYNAMIC MILLING TOOL

SCANBODY
HEIGHT 

mm ADAPTOR
SCREWDRIVER 

ADAPTOR
DIGITAL 
ANALOG

COBALT-
CHROME αdp

DYNAMIC 
MILLING TOOL SHANK αdi

52.410.103.01-2 10

50.310.207.03-2
IG=3mm

43.621.410.01-2
43.624.410.01-2
43.630.410.01-2

34.614.208.01-2 - -

33.345.856.01-2 3

30º33.445.856.01-2 4

52.412.103.01-2 12 33.645.856.01-2 6

STANDARD DYNAMIC TIBASE®

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

GINGIVAL 
HEIGHT αS αC

1,5 mm  mm mm  mm  mm

R 31.324.208.01-2
45º -

- º º - º º - º º - º º

NR 31.314.208.01-2 - º º - º º - º º - º º

DYNAMIC 3TIBASE®

GINGIVAL 
HEIGHT αS αS αS

CH=5mm CH= 7mm CH= 9mm

- -
- - -

- -

DYNAMIC SCREWS STRAIGHT SCREWS

DYNAMIC 
SCREW

HIGH DYNAMIC 
SCREW

DYNAMIC 
SCREWDRIVER

SCREWDRIVER 
LENGTH (mm)

 STRAIGHT             
SCREW

SCREWDRIVER

ANALOG LAB SCANBODY Hex. 1.27 

41.316.066.01-2 -

43.618.201.01-2 18

- - - 30.414.003.01-243.624.201.01-2 24

43.632.201.01-2 32

STANDARD LIBRARY CAPTIVE SCREW LIBRARY

LAB SCANBODY DAS_E_0208 LAB SCANBODY -

DYNAMIC 
µSCANBODY 
(LAB/CLIN)

DAS_IG_10_0208 DYNAMIC 
µSCANBODY 
(LAB/CLIN)

-

DAS_IG_12_0208 -

LIBRARY CODES

αS  = Standard maximum angulation
αc  = Captive maximum angulation
αdi = Direct to implant maximum angulation
αdp= Dynamic Premilled maximum angulation

R = Rotational  / Non-Engaging
NR = Non Rotational /  Engaging 

LIBRARY OPTIONS
GH = Gingival Height
CH = Cement Height
IG = Adaptor 3mm
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Ref. 43.621.410.01-2 
Screwdriver with manual handle
Standard length: 21mm

Ref. 43.624.410.01-2 
Contra-angle
Length: 24mm

Ref. 43.630.410.01-2
Contra-angle
Length: 30mm

Ref. 43.621.415.01-2
Tiny
Screwdriver with manual handle
Length: 21mm

Ref. 43.620.411.01-2 
Multi Unit 
Contra-angle
Length: 20 mm

Manual handle for clinic 
Ref. 49.601.000.01-2

Large manual handle for 
laboratory Ref. 49.601.000.03-2

Universal manual 
torque wrench 
prosthetic
Ref. 11.990.990.07-2

Manual torque wrench 
adapter prosthetic

Manual handle
Made of stainless steel. 
They are used to connect screwdriver 
bits with the contra-angle connection

Ideal to manipulate models in the 
laboratory.
Length: 55.65mm.

 
Clinic handle: used to position the 
prosthesis in the mouth prior to torque 
control in the clinic. 
Length: 15.65mm.

 
Torque wrench. 
4mm square connection. 
Torque 10-35N.c

Piece to connect the screwdriver 
with contra-angle connection to the 
torque wrench. 

Ref. 49.604.000.05-2

Ref. 49.604.000.07-2

Ref. 49.604.000.08-2

4mm Square connection

Straumann connection

Universal Manual torque 
wrench adapter 

 
Straumann Manual torque 
wrench adapter

 
Nobel Biocare Manual torque 
wrench adapter

C O M P L E M E N T SS C R E W D R I V E R 
A D A P T O R

Screwdriver for the 
Dynamic µScanbody System

S E C U R I T Y  &  T R A C E A B I L I T Y

All of our products are 
patented and manufactured 
under very strict quality 
guidelines.
With the 3.0 Dynamic 
System, we provide a card 
for the patient and labels for 
the laboratory and the clinic 
to identify the position in 
Dynamic System is located.

We exercise complete control 
over the traceability of our 
products to fulfil the current 
health legislation.
This helps repositioning the 
material and inform about 
the importance of using 
the appropriate tools when 
handling the Dynamic System 
components.

Non sterile product

I D E N T I F I C A T I O N  P R O D U C T

The label accompanying 
all Dynamic Abutment® 
Solutions products contains 
all the information the user 
requires.
The product label contains 
detailed information of the 
contents of the blister pack.
The symbols found on the 

identity labels correspond 
to the international product 
identification standards.
All products are supplied 
with their corresponding 
instructions for use which 
include an explanation of each 
of the symbols found on the 
product label.

Product reference
Batch Number
Quantity

Content 
information

Extended
information

Date of 
manufacture

Human 
Readable 
Interpretation 
(HRI)

Non-reusable

Refer to the instructions 
for use

Do not use is packaging is damaged

Manufactured

Identification of 
compliance with 
the requirements of 
applicable EC legislation
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DYNAMIC ABUTMENT® SOLUTIONS

SWISS NF METALS, INC.
461 Alden Rd, Unit 26&27, MARKHAM (ONTARIO)

POSTAL CODE: L3R 3L4
Phone: (+1)9054792500

E-mail: c.northorp@swissnf.com
Site: www.swissnf.com


